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LONGITUDINAL SECTION
QUERSCHNITT

1B, VENEEC/REINFORCEMENT CROWN/STAHLBETON KRANZ
SiRKY/WIDTH/BREITE 300, VYSKY/HEIGHT/HOHE 200

7B VENEC/REINFORCEMENT CROWN/STAHLBETON KRANZ
SRKY/WIDTH/BREITE 300, VYSKY /HEIGHT /HOHE 200
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VYKOPY SO ZAKRESLENE PRE STANDARDND KVALITU ZEMINY

BEZ POMOCNEHO PAZENIA. PODLA KVALITY ZEMINY JE POTREBNE

VYKOPOV( JAMU PAZIT A MENIT ROZNASACT UHOL. MIN OBJEM VYKOPOV 43,73 M3.

THE EXCAVATIONS ARE DESIGNED FOR STANDARD SOIL

WITHOUT OTHER SUPPORT STRUCTURE. USING OF SUPPORT STRUCTURE OF EXCAVATIONS
DEPENDS ON THE QUALITY OF SOIL.  MIN. VOLUME OF EXCAVATIONS IS 43,73 M3.

AUSHUB IST FUR STANDARD ERDE PROJEKTIERT OHNE HILFSCHALUNG.
DIE HILFSCHALUNG EINSATZ LIEGT ERDEQUALITAT AN. MIN. AUSHUBVOLUMEN IST 43,73 M3.
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CROSS SECTION.
auerscHry LB VENEC/RENFORCENENT CROWN/STAHLBETON KRANZ 18, VENEC/REINFORCEMENT CROWN/STAHLBETON KRANZ
SIRKY/WIDTH/BREITE 300, VYSKY/HEIGHT/HOHE 200 SIRKY/WIDTH/BREITE 0, VYSKY/HEIGHT/HOHE 200
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NAZOV VYKRESU:
DRAWNG NAVE:
TEICHNUNG NAME:

BRILIANT 66

VYKOPY

DRAWING OF EXCAVATIONS
AUSHUBGRUNDRISS

Compass

Ceramic Pools Europe

www.compasspools.eu
KRESLL: ~ ING. DATUM:
e ING. PETER KALETA b 05/2012
MERKA: FORMAT 5
SUALE/MASSTABE: 1:50 | oRAVING FORMAT / ZECHNNG FORNAT:
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VERSION: 2 | TEGINNG NNSER: N




